PROJECT DESCRIPTION

FQUIPMENT LIST B

GENERAL |
B. FQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR
THIS PROJECT INVOLVES THE INSTALLATION OF A NEW TRAFFIC CATEGORY |
SIGNAL AT THE INTERSECTION OF MD 2-4 (SOLOMONS ISLAND ROAD) CODE | PHASING SEQUENCE CHART
AND WHITE SANDS DRIVE IN CALVERT COUNTY. PRIOR TO SIGNALIZATION NUMBERS ~ QUANTITY DESCRIPTION T 1312156l 705
MEDIAN CHANNELIZATION AND AUXILIARY LANES SHALL BE CONSTRUCTED. ol AIE®|
203030 2 CY TEST PIT EXCAVATION BB (M) (W] ()
 INTERSECTION OPERATION 585624 45 LF 24" WHITE THERMOPLASTIC PAVEMENT MATERIAL oltoli5leite (0 (v
800000 540 LF 2" PVC SCHEDULE 80 ELECTRICAL CONDUIT (TRENCHED) N2 OO0,
THE SIGNAL SHALL OPERATE IN A NEMA 3-PHASE, SEMI-ACTUATED MODE. 801004 2.5 CY CONCRETE FOR SIGNAL FOUNDATION 4 —F 7 T
801104 36 LF 4" X 4" WOOD POSTS PHASE 2 }ﬁ 4 2§ G| G| G| RIR A
 CONTROLLER REQUIREMENT 801711 12 SF REMOVE EXISTING GROUND MOUNTED SIGNS SHASE 2 CHANGE FLFLFL Y [y [ v | R | R -
802501 140 LF STRANDED BARE COPPER GROUND WIRE (ND. 6 AWG) RI Rl &
A SEMI-ACTUATED. EIGHT PHASE CONTROLLER WITH TWO (2) FOUR CHANNEL 805115 360 LF 3" PVYC SCHEDULE 80 ELECTRICAL CONDUIT (PUSHED / BORED) PHASE 3 G| G||R|R|R|RIR —ij
TIME-DELAY-OUTPUT LOQP DETECTOR AMPLIFIERS AND ASSOCIATED HARNESSES 805135 140 LF 3" PVC SCHEDULE 80 ELECTRICAL CONDUIT (TRENCHED) PHASE 3 CHANGE Y|Y|e-|R|R|R|IRIR -
HOUSED IN A NEMA SIZE “6” BASE MOUNTED CABINET SHALL BE INSTALLED. 805140 10 LF 4" PVC SCHEDULE 80 ELECTRICAL CONDUIT (TRENCHED) — e u
810555 2 EACH MICRO PROBE W/ 1000’ 4-CONDUCTOR LEAD-IN CABLE (NO. 22 AWG) PHASE 4 RIR|®€|R|R|R|G|G -
811001 9 EACH ELECTRICAL HANDHOLE , Eﬁ"
MAINTENANCE OF TRAFFIC 811002 3 EACH  REMOVE ELECTRICAL HANDHOLE PHASE 4 CHANGE RIRI®IRIRIRIYY N
818021 1 EACH MAST ARM POLE WITH TWIN 50 FT. MAST ARMS o FLFLFLFLEL FLIFLE
THEIEEN;TSEZERIigﬁ;tLiEIgESPONSIBLE FOR THE MAINTENANCE OF TRAFFIC 637001 > EACH 3, X10' GROUNDING RODS FLASHING OPERATION | 7% 2;, Av AP Aar4pa ‘i%i:
DUR ’ 860272 21 EACH 12" VEHICULAR TRAFFIC SIGNAL HEAD SECTION
860274 3 EACH 127 OPTICALLY PROGRAMMABLE SIGNAL HEAD SECTION ~ L
861104 470 LF > -CONDUCTOR ELECTRICAL CABLE (ALUMINUM SHIELDED) 3 ;sggmw ‘R = RED ARROW
861107 100 LF 5-CONDUCTOR ELECTRICAL CABLE (NO. 14 AWG) G = GREEN Y = YELLOW ARROW
PROJECT CONTACTS 861108 750 LF 7-CONDUCTOR ELECTRICAL CABLE (NO. 14 AWG) L = FLASHING «C = CREEN ARROW
861116 400 LF 2-CONDUCTOR ELECTRICAL CABLE (NO. 12 AWG)
THE CONTACTS FOR THIS PROJECT ARE AS FOLLOW: 862101 1400 LF  1-CONDUCTOR ENCASED IN FLEXIBLE PVC CONDUIT (NO. 14 AWG)
CleTRICT 5 HE R ICE OF TRAFEIC 862102 400 LF SAWCUT FOR LOOP DETECTORS
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FEQUIPMENT LIST A
AsCsD+G = 7-CONDUCTOR ELECTRICAL CABLE (NO. 14 AWG)
A. EQUIPMENT TO BE SUPPLIED BY THE SHA AND INSTALLED BY THE CONTRACTOR B.E,F.,O = 5-CONDUCTOR ELECTRICAL CABLE (NO. 14 AWG)
CATEGORY H+P = STRANDED BARE COPPER GROUNDING WIRE (NO. 6 AWG)
CODE I+dsK = 2-CONDUCTOR ALUMINUM SHIELDED (NO. 14 AWG)
NUMBERS ~ QUANTITY DESCRIPTION LM ~ 4-CONDUCTOR MICROLOOP LEAD-IN CABLE (ND. 22 AWG)
, , Q«N = 2—-CONDUCTOR ELECTRICAL CABLE TYPE T/C
871117 1 EACH EIGHT-PHASE FULLY-ACTUATED., SOLID STATE DIGITAL CONTROLLER. HOUSED IN A NN ”
NEMA SIZE “6” BASE MOUNTED CABINET WITH METER AND DISCONNECT SWITCH. | ‘%§} LW = 1-CONDUCTOR IN '+f’ FLEXIBLE PVC CONDUIT (NO. 14 AWG)
801607 143 SF SHEET ALUMINUM SIGNS TO CONSIST OF: PS = CONNECTION TO POWER SOURCE
. 2-48"X48" W3-3 SIGN W/ “NEW” PANEL AND FLAG ASSEMBLY (GROUND MOUNTED) .  eROUNGING ROD
— 1-60"X36"” R10-6(1) (MAST ARM MOUNTED)
~3-96” X 16” D 3-(2) (MAST ARM MOUNTED)
— 1 ROUTE MARKER ASSEMBLY (12 SF) (GROUND MOUNTED)
— 1 ROUTE MARKER ASSEMBLY (26 SF) (SIGNAL POLE MOUNTED) -
N REVISIONS . | | |
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